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LYY Suspended Scales

Model 235 6S ) 7o
Compact, robust and corrosion resistant, 115{]'?"2:33) W T Va)
housed in a tough ABS plastic case with shat- G0k 0k
terproof polycarbonate dial cover. Low friction Joemm
acetal bearings provide positive movement to (up to 25 ko) )
give maximum sensitivity. Accurate to one part
in 250 with up to 15% zero adjust. Supplied
with top and bottom hooks. .
9.13" 652?‘\“‘\
Option (232 mm) ¢
Round pan
Galvanized scoop
3.58" -
Dual Marked 11010 22015 1
(50 kg - 100 kg)
2.60"
5kgx20g / 11lbx1oz woh ]
10kgx50g / 22Ibx2o0z (p 025 k9)
25kgx100g / 56Ibx4oz
50kgx200g / 110lbx8oz
100 kgx500g / 220lbx11b
@3 ) 6ormm) Model 235 10S

Robust and corrosion resistant,
housed in a tough ABS plastic case
with shatterproof polycarbonate
dial cover. Low friction bearings
provide positive movement to give
maximum sensitivity. Accurate to
one part in 500 with up to 15% zero
adjust. Supplied with top and bottom
hooks.

\ Option

Round pan
Galvanized scoop

3.58"

(91 mm)
1101b - 220 Ib
(50 kg - 100 kg)
2.60"

(66 mm)
up to 55 Ib
(up to 25 kg)

SN

9.13"
(232 mm)

3.58" -
(91 mm)
1101b - 220 Ib
(50 kg - 100 kg)
2.60"
(66 mm)
up to 55 Ib
(upto25kg) |

Dual Marked

5kgx10g / 11lbx1/20z
10kgx20g / 22Ilbx1oz
25kgx50g / 56Ibx2o0z
50kgx100g / 110lbx4oz
100 kgx200g / 220Ibx 8oz



Mechanical

6.69" 2.36"
(170 mm) (60 mm)

Model 235 6M
Compact, robust, housed in the traditional (;:)ok.g: 6 fﬂzoo o
metal case. Accurate to one part in 250 with omm

(upto25kg) I

up to 15% zero adjustment. Supplied with top

and bottom hooks.
Option oo
(23§ mm)
Round pan
Galvanized scoop
W2 |
(50 kg ;1?0 kg)
Dual Marked s |
5kgx20g / 11lbx1oz
10kgx50g / 22Ibx2o0z
25kgx100g / 56Ilbx4o0z
50kgx200g / 110lbx 8oz
100 kgx500g / 220lbx11lb
czim) @ Model 235 10x (NTEP & Non-NTEP)
- (L’?EZ‘E&TL)Z) Heavy duty suspended scale, NTEP
g ineludng tare approved up to 100 Ibs. L—_‘asy to reaq
A oo dial housed in a robust die cast casing.
fnading tars Low friction bearings provides positive
movement to give maximum sensitivity.
Accurate to one part in 500 with up to
(283 o) 10% zero adjustment. Supplied with top
and bottom hooks as standard.

Option
3.44" 3
\V/ RN Double lipped scoop
| S f#5%%9 | Round pan
| (98 mm) Galvanized scoop
! | ety

including tare

COC #95-125A3
NTEP approved (North or South) Non-NTEP approved

100 kgx200g / 2201bx 8 oz

101b x .02 1b 200kgx500g / 440Ibx1lb
151b x 1/2 0z 300kgx1kg / 660Ibx2Ilb
251b x .051Ib

30Ib x 1.00z
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Model 235 6S ) 7o
Compact, robust and corrosion resistant, 115{]'?"2:33) W T Va)
housed in a tough ABS plastic case with shat- G0k 0k
terproof polycarbonate dial cover. Low friction Joemm
acetal bearings provide positive movement to (up to 25 ko) )
give maximum sensitivity. Accurate to one part
in 250 with up to 15% zero adjust. Supplied
with top and bottom hooks. .
9.13" 652?‘\“‘\
Option (232 mm) ¢
Round pan
Galvanized scoop
3.58" -
Dual Marked 11010 22015 1
(50 kg - 100 kg)
2.60"
5kgx20g / 11lbx1oz woh ]
10kgx50g / 22Ibx2o0z (p 025 k9)
25kgx100g / 56Ibx4oz
50kgx200g / 110lbx8oz
100 kgx500g / 220lbx11b
@3 ) 6ormm) Model 235 10S

Robust and corrosion resistant,
housed in a tough ABS plastic case
with shatterproof polycarbonate
dial cover. Low friction bearings
provide positive movement to give
maximum sensitivity. Accurate to
one part in 500 with up to 15% zero
adjust. Supplied with top and bottom
hooks.

\ Option

Round pan
Galvanized scoop

3.58"

(91 mm)
1101b - 220 Ib
(50 kg - 100 kg)
2.60"

(66 mm)
up to 55 Ib
(up to 25 kg)

SN

9.13"
(232 mm)

3.58" -
(91 mm)
1101b - 220 Ib
(50 kg - 100 kg)
2.60"
(66 mm)
up to 55 Ib
(upto25kg) |

Dual Marked

5kgx10g / 11lbx1/20z
10kgx20g / 22Ilbx1oz
25kgx50g / 56Ibx2o0z
50kgx100g / 110lbx4oz
100 kgx200g / 220Ibx 8oz



